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Key Features

• DMX stand alone controller
•
•

•
•
•
•
•
• Up to 36 dynamic or static scenes
•
•
•
•
•
•
•

Overview

This DMX controller is aimed at architectural 
lighting installations requiring an advanced 

clean and user-friendly panel. Featuring an on/

Wi-Fi for remote network control and scene 

stored within the controller and directly recalled 

Optional Accessories
RJ2BLOCK

POWER4M

Technical Data
Input Power
Output Protocol
Programmability
Available Colors Black

Connections

Memory
Temperature
Battery
Mounting

wall socket
Dimentions
Weight
Standards
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POWER
DC +
POWER
Ground
DMX
Ground

DMX -

DMX +

Other Connections
1
3
5
7
9
11
13
15
17
19

2
4
6
8

10
12
14
16
18
20

NC
NC

PORT8
PORT7
PORT6
PORT5
PORT4
PORT3
PORT2
PORT1

GND_DMX
DMX1-
DMX1+
DMX2-
DMX2+
Relay
3.3v
NC
GND
VIN*

HE10 EXTENSION socket

* VIN (pin 20) is not protected and should 
not be used

Compatible header connectors:

1 DMX +
2 DMX -
3 DMX2 +
4 POWER
5 DC +
6 DMX2 -
7 POWER
8 GROUND

POWER
+DMX

1.......8

(

(
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POWER:

DMX

Mount the interface on the wall

to hold the controller in place. 

DMX CHIPS
To replace, solder the DMX chips to the 
8 pin connectors.

CHECK PIN CONFIGURATIONS. 
APPLYING POWER TO THE 

DMX INPUT WILL DAMAGE THE 
CONTROLLER

MAKE SURE THE CONTROLLER 
IS MOUNTED FLAT WITHOUT 

OBSTRUCTIONS FROM BEHIND 
AS THIS CAN PUSH APART THE 

GLASS 

EASY INSTALLATION

     P1   P2   P3  P4 ... GND

Dry Contact Port Triggering

 

BLACKOUT Relay (energy saving)

other equipment such as lighting drivers to save power.

POWER+DMX POWER+DMX
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Power+DMX
 socket (RJ45)

11 mm

106 mm

146 
mm
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Scene Selection

mini
usb

dmx
led

data
led

Touch-sensitive 
user interface

Extension socket
rear connectors

(2x10 pins) 

Wi-Fi Aerial

Screw-terminal
rear connector

(5 pins)

Front access 
connections 

Dimmer

Color

Saturation

Reset*

*see Center Button
information

Center Button

Other Settings

Reset color
Play next scene 
Select next bank

Toggle wheel color/scene mode : 

Disable button 

Connections & Hardware Operation

Miscellaneous: 
 Name : 

Parameters:
Color/Dimmer :

Re-select scene :
Reset color : 
Reset dimmer :
Reset saturation : 

Starting mode (L) : 

Re-select scene :
Scene LED light level : 
RGB LED enable (Live Ch. 1-3) :

RGB LED enable (Standalone) :

Serviceable Parts *

Battery - used to store the clock/calendar
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Programming the Controller

Setting up the Controller

Troubleshooting

Download the latest software

Bootloader Mode

All 7 LED’s on the controller are blinking The 6 scene LED’s are blinking

Contact us if you see the following errors

The controller is not detected by the computer

The lights are not responding

Trouble connecting over a network

Check controller is connected to the same Wi-Fi network

Network Control

Easy Remote Pro (iPad/iPhone. Android coming soon)

wheels and more. Connect to a Wi-Fi network and the 

Lightpad 

provides an easy way to control your lights over a local Wi-Fi 
network. Connect and you will see a representation of your 
controller on the screen.  Use the on-screen controls as you 
would the controller in real life. 

iPhone/iPad/Android Control

Calendar trigger problems

Sunset / Sunrise triggers not matching the real world?  Check the


